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 PLEASE READ
All sheet will be provided in stock sizes for field
cutting. All trims will be provided in 8' - 0" stock
lengths for field cutting.

Acrovyn Interiors vinyl acrylic wall covering must be
installed in accordance with these instructions!
Failure to follow these instructions may void any
product warranties and result in an unsuccessful
installation.  Removal of improperly installed material
will damage the wall substrate and require refinishing.
For specific questions regarding the installation of
rigid .040" Acrovyn Interiors Wall Covering, please
call the factory at (800) 233-8493 or in Canada (888)
895-8955.

Please read these instructions thoroughly before
beginning the installation of the Saratoga Series Wall
Protection System.

Inspect all materials for damage or missing parts. If
you discover damaged or missing materials, in the
USA please notify the factory at (800) 233-8493, and
in Canada (888) 895-8955.

Important! All sheet material and trim pieces must be
stored flat in a dry area. Acclimate all the materials
for at least 24 hours prior to installation by allowing
materials to adjust to room temperature and relative
humidity.
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DO  read all instructions for wall primers & installation
procedures prior to beginning the installation.

DO  make sure the materials are kept flat and in a clean,
dry area while in storage before acclimating them. Material
should be well supported and the temperature should be
min. 50°F (10°C) and max. 100°F (38°C).

DO  make sure material is acclimated in an environment of
65°F - 75°F (18°C - 24°C) for at least 24 hours prior to
beginning the installation.

DO  make certain porous substrates like drywall or concrete
block are sealed with Water Base Mastic Primer before
adhesive application.

DO  be sure the temperature at the time of the installation is
between 65°F - 75°F (18°C - 24°C) and is maintained for at
least 48 hours after the installation to allow for proper
adhesive set up. [70°F (21°C) is the preferred installation
temperature.]

DO  wipe the back of the wall covering with a clean damp
cloth to remove any dust or dirt just before installing.

DO  apply the adhesive to the wall surface only.

DO  allow the adhesive to cure properly. Under ideal
conditions, curing time will be approximately 30 min.,
however it will vary depending on temperature and relative
humidity. The adhesive cure time for applications over
nonporous substrates is critical and will also vary. (Ref.
Page 4, Step 4)

DO  remove excess adhesive immediately. Dried adhesive
is to be removed from tools using paint thinner or a similar
solvent.

DO  drill oversize holes when installing fixtures such as
handrails, air ducts, etc. If another contractor is to install
these items, be certain to notify them that oversized holes
are necessary.

DO  refer to the MSDS for disposal of extra adhesive and
primer.

DON'T  install Acrovyn wall covering in any rooms that will
experience more than a 20°F (11°C) temperature change
without discussing with the factory before beginning.

DON'T  stand sheet on end.

DON'T  install sheets exceeding 12'-0" long.

DON'T  use Polyvinyl Acetate (PVA) based primers or joint
compounds in conjunction with Water Base Mastic.

DON'T  use any primers or adhesives other than those
recommended for use with this product.

DON'T  use adhesive or primer that has frozen and thawed
more than 3 times.

DON'T  dilute Water Base Mastic with water or solvent.

DON'T  install Acrovyn wall covering when the room
temperature is below 65°F (18°C).

DON'T  begin installation if the relative humidity is above 80%.

DON'T  allow the temperature to vary significantly during the
first 48 hours after the installation. The adhesive must maintain
contact with the wall covering while it is curing. A decrease in
temperature while curing will cause the adhesive to shrink.

DON'T  butt wall covering tight against door jambs, ceilings or
baseboards. Allow a 1/16" gap (1.6mm) for expansion.

DON'T  expose wall covering to elevated temperatures or direct
sunlight after the installation. This causes the surface
temperature to rise, which will cause bubbles and delamination.

DON'T  use Methyl Ethyl Ketone (MEK), cleaners containing
MEK or similar solvents to clean Acrovyn wall covering.

DON'T  use Scotch-Brite pads, steel wool or similar cleaning
pads on Acrovyn wall covering.

DON'T  rush the installation!

By Contractor
Chalk Line
6'-0" Level (or larger)
Straight Edge
Drop Cloth
Masking Tape
Utility Knife
Water Bucket
Mild Detergent
Brad Nails

Supplied by Construction Specialties
1/8" V-Notch Trowel
Water Base Mastic adhesive
Water Base Mastic Primer (if required)
M-1 Structural Adhesive
Color Matched Fil-Stik
Color Matched Caulking

Optional kit, supplied if purchased separately: 1/8"
V-Notch Trowel - Paintbrush - Putty Knife - Crain #333 Extension Roller
Compass - Utility Knife - Paint Tray & Roller - Scissors - Sponge Pad



WALL PREPARATION

Examine all new or existing walls that are to receive Acrovyn wall covering. They must be clean, smooth, dry and free of any oils or
loose paint prior to applying Water Base Mastic Primer.

SPECIFIC CONDITIONS

New Drywall or Plaster  - New drywall should be taped and sanded smooth. When finished, all surfaces should be wiped clean to
remove any dust. New plaster should be allowed to cure a minimum of 30 days.

Painted Surfaces  - Painted surfaces must be tested for adhesion. Apply a 12" x 12" piece of Acrovyn in an inconspicuous area.
After allowing the sample to set for 24 hours, remove the test piece and examine the area. If the paint has softened where the
adhesive was applied, the paint must be removed or sealed with Water Base Mastic Primer. If the walls are drywall, test over a joint
compound location if possible.

Existing Wall Coverings  - When installing over existing materials like wallpaper or vinyl wall covering, the entire surface must be
inspected for areas that are not securely bonded to the wall surface. Any loose areas must be removed and repaired as required.
The existing wall covering should then be cleaned with a mild detergent and wiped dry. Be certain all cleaned areas are completely
dry before proceeding.

Concrete & Concrete Masonry Units  - This system is not recommended for use over concrete and CMU walls because of the
unevenness of the walls.

STEP 1: PREVENTATIVE MEASURES

Because Acrovyn has a grain direction, all material should be installed with the same top and bottom orientation. Please refer to the
ink jet printed arrow on the back side of the sheet to ensure consistent grain direction. As further assurance of proper grain direction,
mark the shipping cartons with top or bottom designation and install the material with this orientation throughout the project.

To ensure easy clean-up and/or prevent damage to adjacent finishes, provide a drop cloth at the base of the walls, mask door and
window frame edges, and remove all cover plates like switches, outlets and thermostat covers.

STEP 2: WALL PRIMING

Never use Polyvinyl Acetate Primers in place of Acrovyn Interiors Water Base Mastic Primer! Allow at least 24 hours before installing
wall covering over newly primed walls.

New Drywall or Plaster  - Walls should be primed with Acrovyn Interiors Water Base Mastic Primer.

Painted Drywall or Plaster  - Painted walls MUST be checked for adhesion as described above under the wall preparation section.  If
the paint will not provide an acceptable base for adhesion, the most severe areas must be removed and primed with Acrovyn Interiors
Water Base Mastic Primer.

Wood Paneling, Plywood or Similar  - These surfaces must be made smooth with a suitable filler and then primed with Acrovyn
Interiors Water Base Mastic Primer.

Flexible or Rigid Wall Covering over Drywall or Plaster  - Existing wall covering must be clean and its installation must be secure
before installing Acrovyn wall covering. Priming is not necessary for these surfaces.

STEP 3: STARTING PROCEDURES

Always initiate the installation process by refering to architectural drawings, specifications and C/S layouts when required.

Each wall must be treated individually to ensure all horizontal and vertical trims are aesthetically correct. Always refer to the Joint
Width chart shown on Page 4 to determine the proper joint width required to match the trim widths being used on the job. (Example:
4" wide horizontal trim requires a 3" joint width.) Proper joint widths are essential to ensure proper expansion and contraction of the
sheet and also to allow the trims to sit properly on top of the .040" Acrovyn sheet.

Joint locations must be determined and then level lines should be established on the complete wall to indicate joint locations of all
horizontal trims, vertical trims, starting location of the sheet off the finished floor, and inside/outside corners.

Once the joint locations for the complete wall are laid out, apply painters tape only in the joint areas to avoid adhesive
being applied in these areas during the adhesive application process. The painters tape can be removed after the adhesive
is applied to the wall.



STEP 4: ADHESIVE APPLICATION

Use the 1/8" V-Notch Trowel to apply Water Base Mastic to an area of the wall surface that can be completed within the cure time of
the adhesive. Make sure the entire area receives an even coat. DO NOT ALLOW THE ADHESIVE TO OVER CURE!

Be certain the trowel notches are cleaned regularly. Allowing the notches to fill with dried adhesive will reduce the application, which
will cause failures because of inadequate adhesive. The projected coverage using the 1/8" V-Notch Trowel is 125 sq. ft. / gallon.
Occasionally check the adhesive coverage to ensure the correct amount is being applied.

Under ideal conditions, the proper cure time of the adhesive should be approximately 30 min. However, this time will vary depending
on temperature and relative humidity. When applied, the adhesive is white and creamy. As it cures, the adhesive will become
translucent and tacky. In a porous substrate application, it is best to install the wall covering when the adhesive has cured
approximately 75% or when it becomes tacky and does not transfer onto your finger.

Nonporous surfaces like metal, high-pressure laminate or vinyl will not absorb moisture from the adhesive, thus retarding its cure
time.  It is important that the adhesive is firm, yet pliable, to the touch and that it does not transfer onto your finger. If the wall covering
is installed before the adhesive has reached this stage, the moisture released by the curing adhesive will become trapped, and at
elevated temperatures the wall covering will bubble and/or delaminate. Once the adhesive has cured properly, the wall covering can
be installed.

SEE
CHART
ABOVE

SEE
CHART
ABOVE

SEE
CHART
ABOVE

 FOR PROPER JOINT
WIDTH SEE BASE

DETAIL ON PAGE 1
AND CHART ABOVE

LEVEL
LINE

ADHESIVE

PAINTERS TAPE

PAINTERS TAPE

 FOR PROPER JOINT
WIDTH SEE BASE

DETAIL ON PAGE 1
AND CHART ABOVE



STEP 5: SHEET PREPARATION

Position the sheet on a table with backside of the sheet facing up. This is the side with the arrow
indicating the grain direction of the sheet. Clean this side with a damp rag to remove any dirt or dust
to ensure proper adhesion.

STEP 6: HANDLING AND INSTALLATION

Careless handling of Acrovyn wall covering could result in damage and unrepairable "kink" marks. Damage is less likely to occur when
using two people to move and position the sheets.

Align the edge of the wall covering with the plumb or level line established in Step 3 and rub the wall covering along the edge no more
than six inches from that edge. Continue this procedure over the full length of that edge of wall covering until it has been aligned.
Lightly rub the rest of the wall covering until all areas have made contact with the wall surface. Sheets can be repositioned as long as
they are not pressed firmly into the mastic adhesive.

IT IS IMPORTANT TO REMOVE ANY EXCESS ADHESIVE WITH SOAP AND WATER BEFORE IT CURES AND BECOMES MUCH
MORE DIFFICULT TO REMOVE!

STEP 7: ROLLING OPERATION

Once the Acrovyn sheet has been aligned with the plumb line or adjacent sheet, use the #333 Crain Extension Roller to ensure
maximum contact with the Water Base Mastic Adhesive. Starting in the middle, work outward to the top, bottom and edges using full
width strokes in an arching motion. By rolling the sheet, you will also be able to remove any trapped air pockets. Once completed, run
the palm of your hand over the entire surface feeling for bubbles or loose areas. Repeat the rolling process as necessary until the
entire sheet makes full contact with the adhesive.

STEP 8: CLEAN UP

Upon completion of the installation, remove all protective materials (masking tape, etc.) except for the drop cloths. Inspect all
joints and cutouts to ensure that all excess adhesive has been removed. Use soap and water to clean any areas that may have
adhesive residue. Once the inspection and clean-up have been completed, the drop cloths can be removed and the cover
plates and other wall-mounted items can be installed.
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STEP 9: INSIDE/OUTSIDE CORNER INSTALLATION

All wall surfaces must be clean, smooth, dry and free of any other irregularities which would prevent good adhesion.

Measure the distance between the ceiling and the floor surface. Cut Inside/Outside Corner to this length.

Apply 1/4" [6.4mm] bead of C/S supplied structural adhesive into the gap between the installed Acrovyn sheet. Install the
Inside/Outside Corner, ensuring each is vertically plumb and square. Rub each Inside/Outside Corner with a clean soft cloth and apply
medium hand pressure to ensure maximum adhesion to the wall surface.

While the adhesive is drying, discretely apply several brad nails through the trim into the wall to hold the trim in place. It is
recommended to apply the brad nails no less than 2'-0" [609.6mm] o.c. Be sure the brad nail is not installed through the Acrovyn sheet.
Use the C/S supplied color matched Fil-Stik to hide the brad nail.
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STEP 11: CEILING TOP CAP INSTALLATION

All wall surfaces must be clean, smooth, dry and free of any loose paint or any other irregularities which would prevent good adhesion.

Cut Ceiling Trim to length. All butt joints should be lapped.

Apply 1/4" [31.8mm] bead of C/S supplied construction adhesive 1/2" [12.7mm] above the top edge of the installed sheet. Starting at
one end of the run, inside or outside corner, begin installing the Ceiling Trim. Rub each Ceiling Trim with a clean soft cloth and apply
medium hand pressure to ensure maximum adhesion to the wall surface.

While the adhesive is drying, discretely apply several brad nails through the trim into the wall to hold the trim in place. It is
recommended to apply the brad nails no less than 2'-0" [609.6mm] o.c. Be sure the brad nail is not installed through the Acrovyn sheet.
Use the C/S supplied color matched Fil-Stik to hide the brad nail.

NOTE: Do not end run with a section shorter than 36" [863.6mm].

NOTE: It is recommended that clean-up be done as the installation progresses.

STEP10: COVE BASE INSTALLATION

All wall surfaces must be clean, smooth, dry and free of any loose paint or any other irregularities which would prevent good adhesion.

Miter at inside or outside corner and lap joints. At the end of a run, measure and cut final section to size.

Apply 1/4" [31.8mm] bead of C/S supplied structural adhesive 1" [25.4mm] below the bottom edge of the previously installed sheet.
Starting at an inside or outside corner, begin installing the Cove Base. Rub each Base with a clean soft cloth and apply medium hand
pressure to ensure maximum adhesion to the wall surface.

While the adhesive is drying, discretely apply several brad nails through the trim into the wall to hold the trim in place. It is
recommended to apply the brad nails no less than 2'-0" [609.6mm] o.c. Be sure the brad nail is not installed through the Acrovyn sheet.
Use the C/S supplied color matched Fil-Stik to hide the brad nail.

NOTE: All Cove Base butt joints should be lapped.

NOTE: It is recommended that clean-up be done as the installation progresses.

STEP 12: HORIZONTAL TRIM INSTALLATION

All wall surfaces must be clean, smooth, dry and free of any loose paint or any other irregularities which would prevent good adhesion.

Establish the Horizontal Trim height above the finish floor, then make a level line to be used as a guide for aligning the top of the
Horizontal Trim.

Cut Horizontal Trim to length. All outside corners and inside corners are to be field mitered. Butt joints should be lapped.

Apply 1/4" [31.8mm] bead of C/S supplied structural adhesive 1/2" [12.7mm] above the top edge of the installed sheet. Starting at one
end of the run, inside or outside corner, begin installing the Horizontal Trim. Rub each Horizontal Trim with a clean soft cloth and apply
medium hand pressure to ensure maximum adhesion to the wall surface.

While the adhesive is drying, discretely apply several brad nails through the trim into the wall to hold the trim in place. It is
recommended to apply the brad nails no less than 2'-0" [609.6mm] o.c. Be sure the brad nail is not installed through the Acrovyn sheet.
Use the C/S supplied color matched Fil-Stik to hide the brad nail.

NOTE: Do not end run with a section shorter than 36" [863.6mm].
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